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Decorative & Architectural 7101-STD (Rev 1/2021)

PRODUCT NAME: THINNERS

General Description:

Specially blended solvents formulated to reduce viscosity of particular paints also used for the cleaned up
of paint spills and equipment.

2101-5TD (Rev 1/2021)

Application:
2000 Thinner is specifically formulated for use with Kaleidoscope Alkyd Qil Paints to ensure that the
properties of gloss, flow, drying and adhesion are maintained when used for brushing, spraying or rolling.

2101-5TD (Rev 1/2021)

Application:

2002 Thinner is specifically formulated for use with Kaleidoscope Chlorinated Rubber and Road
Marking Paints to ensure that the properties of gloss, flow, drying and adhesion are maintained when
used for brushing, or spraying.

2101-5TD (Rev 1/2021)

Application:

2003 Thinner is specifically formulated for use with Kaleidoscope LPG Enamel and High Heat Aluminium
Paints to ensure that the properties of gloss, flow, drying and adhesion are maintained when used for
brushing or spraying.

2101-5TD (Rev 1/2021)

Application:
2004 Thinner is specifically formulated for use with Kaleidoscope Knotting Varnish and French
Polish to ensure that the properties are maintained when used.
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Decorative & Architectural

KALEIDOSCOPE 2005 THINNERS 2101-STD (Rev 1/2021)

Application:
2005 Thinner is specifically formulated for use with Kaleidoscope Epoxy Paints to ensure that the
properties of gloss, flow, drying and adhesion are maintained when used for brushing or spraying.

2101-STD (Rev 1/2021)

Application:
2007 Thinner is specifically formulated for use with Kaleidoscope Etching Wash Primer to ensure that the
properties of flow, drying and adhesion are maintained when used for brushing or spraying.

2101-STD (Rev 1/2021)

Application:
2008 Thinner is specifically formulated for use with Kaleidoscope NC Sanding Sealer and NC lacquers to
ensure that the properties of gloss, flow, drying and adhesion are maintained when used for spraying.

( CAUTION: use only with adequate ventilation. If you experience eye watering, headaches, or
dizziness, increase fresh air or wear an approved particulate respirator (Follow respirator manufacturer’s
direction for respirator use) or leave the area. Avoid contact with eyes. Wash hands after using. Keep
container closed when not in use. Do not transfer contents to other containers for storage.

FIRST AID: In case of eye contact, flush thoroughly with large amounts of water. Get medical
attention if irritation persists. If swallowed, get medical attention immediately.
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